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Sample 
ID 

1069.00,000-WaterWell-1 

Cylinder 
Number 

1069.00, 000-WaterWell-1 

Cylinder 
Number 

1069.00,000-WaterWell-1 
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Sample 
Type 

N2/Air 
Cone. 

(mole%) 
20.95 

Sampling 
Date 

C02 
Cone. 

(mole%) 
0.01 

Sampling 
Time 

H2S 
Cone. 

(mole%) 
0.00 

C1 C2 
Cone. Cone. 

(mole%) mole%) 
77.27 1.72 

C3 iC4 
Cone. Cone. 

(mole%) (mole%) 
0.04 0.00 

iC5 nC5 
Cone. Cone. 

(mole% 
0.00 

nC4 iC5 nC5 
Cone. Cone. Cone. 

(mole%) (mole%) (mole%) 
0.00 0.00 0.00 

C6+ Wetness 

I 
C1/C2 

Cone. C2+ Ratio 
(mole%) (mole%) (mole/mole 

0.00 2.24 44.9 

s"c I a"c I 
i-Pentane n-Pentane 

('%.. ('X.) 

I I 

C6+ Specific 
Cone. Gravity 

(mole%) (Air=1.0) 
0.00 0.649 

I 
iC4/nC4 

Ratio 
(mole/mole 

I 0.72 
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aturity and Mixing Plot 
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I 
From a large database of Shale Rocks 

and Gases, GeoMark has developed an 
Isotope I Maturity calibration scale as 

shown below. It will likely need further 
calibration in this basin 
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Ethane Carbon Isotope, 613C (o/oo) 
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